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● dermArUBBer S:  APPLy By TRoWEL
oN hIGhLy PoRouS FouNDATIoN WALLS

● dermArUBBer S/P: APPLy By RoLLER oN
RC PANELS

● dermArUBBer S/P + AcryfeLt BAnd
To REPAIR oLD BITumINouS mEmBRANES

 RC Panels

 dermArUBBer S/P - Apply the first
coat and soak the reinforcing band 
ACRYFELT BAND thoroughly over 
the joints and construction joints

 dermArUBBer S/P - Apply the second coat

W A t e r P r o o f i n g S y S t e m S

dermArUBBer S/P / dermArUBBer S

DERMARUBBER S/P SYSTEM
STRATIFIED ELEMENTS

soak the reinforcing
band Acryfelt Band
thoroughly
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Use DERMARUBBER S when trowelling
or gluing tiles on bituminous membranes

DERMARUBBER S contains a synthetic fibre
with a high-elastic modulus perfectly dispersed
in the one-component liquid matrix. This in-
creases the ultimate tensile strength of the ma-
terial and prevents the effects of plastic
shrinkage.

SYSTEM

UNI EN

APPLICATION OF THE DERMARUBBER S/P SYSTEM

dermArUBBer S/P: SPRAy oNTo ThE FouNDATIoN WALL

APPLICATION OF THE DERMARUBBER S AND DERMARUBBER S/P SYSTEM

Colours available



PoLyroof 
W A t e r P r o o f i n g  S y S t e m S14

APPLICATIONS POLYROOF

Step-steady flat roofs: flat roofs, solariums, terraces 
Resurfacing of existing roofs: non-demolitive resurfacing of old paved decks 
Roofs with complex structure 
Drive-over decks 

SYSTEM
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UNI EN

 Excellent mechanical strength
 Highly resistant to ageing 
 Waterproofing and flooring in a single 2 mm system
 Ideal for heavy pedestrian traffic
 Ideal for heavy vehicle traffic
 Excellent resistance to UV rays
 Outstanding resistance to high and low temperatures
 A wide range of colours and finishing textures
 Ideal for non-demolitive resurfacing (may be laid over 

the existing ceramic, cement or asphalt floor)

POLYROOF SYSTEM
Polyroof is an highly resistant waterproofing floor-
ing system consisting of a two-component liquid
self-levelling or thixotropic polyurethane resin that
has to be finished with Polytop, a coloured
aliphatic paint resistant to heavy duty traffic, uv
rays and chemicals (see application method on
pg.15).

Self-levelling or thixotropic polyurethane waterproofing 
system, step-steady and drive-over
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 Smooth industrial concrete deck 
 ePoBASe A primer (Epobase Fu 14 for damp decks)
 PoLyroof (self-levelling)
 PoLytoP (finish)

W A t e r P r o o f i n g S y S t e m S

PoLyroof

POLYROOF SYSTEM
NEW SURFACES
STRATIFIED ELEMENTS

W A t e r P r o o f i n g  S y S t e m S

 Deck 
 Tiles/old flooring (roughen)
 ACRYNET 75 reinforcement + smoothing 

with EPOBASE mixed with silica sand
 PoLyroof (self-levelling) 
 PoLytoP (finish) 

POLYROOF SYSTEM
NON-DEMOLITIVE RESURFACING OF CERAMIC DECKS
STRATIFIED ELEMENTS
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SYSTEM

UNI EN

 Asphalt deck 
 PoriStoP (smoothing filler)
 PoLyroof (self-levelling)
 PoLytoP (finish) 

POLYROOF SYSTEM
NON-DEMOLITIVE RESURFACING OF ASPHALT DECKS
STRATIFIED ELEMENTS

 





  





 






iron grey
P409

powder grey
P408

silver grey
P401

mint blue
P312

pastel blue
P313

bright blue
P314

skyblue
P302

dove blue
P311

APPLY THE STEP-STEADY POLYROOF SYSTEM

1. APPLy ThE SELF-LEvELLING PRoDuCT
PoLyroof

2. ThE DECk IS READy FoR PAINTING 3. PoLytoP CoLouRED FINISh / WoRk Com-
PLETED

Colours available

oxide red
P102

oxide green
P201

spring green
P208

light green
P209

stone grey
P410

sandy beige
P456

ochre brown
P801

autumn brown
P803

The actual colours may be different
from those illustrated. The manufac-
turer declines all and any liability for
any differences in colour between the
actual product and the colour illus-
trated by the photo. To ensure unifor-
mity of the colour and the best
possible finish, we recommend using
product from the same production
batch.

To view the actual colours contact the
Technical Assistance Department of
Casali's Synthetics Division and ask
for the Polytop colour card.

W A t e r P r o o f i n g S y S t e m S

PoLyroof
SYSTEM
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APPLICATION OF THE DRIVE-OVER POLYROOF SYSTEM

1. DRIvE-ovER DECk ThAT IS WATER-
PRooFED WIThouT DEmoLIShING

2. LAy ThE DRIvE-ovER, SELF-LEvELLING
WATERPRooF PRoDuCT PoLyroof

3. WoRk ComPLETED WITh PoLytoP FINISh

4. ThE FLooRING mAy BE uSED
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W A t e r P r o o f i n g S y S t e m S P r o d U c t S

reinforcementS And AcceSSorieS for WAterProofing SyStemS p. 18

LiQUid WAterProofingS p. 21

conSoLidAting PrimerS - AdHeSion AdJUVAntS - VAPoUr BArrierS p. 27

PAintS And ProtectiVe coAtingS p. 31

tooLS p. 34

AdditiVeS And tHinnerS p. 35



18 r e i n f o r c e m e n t S  A n d  A c c e S S o r i e S

ACRyFELT T1 is a white non-woven poly-
ester fabric, with weight of 60 g/sq.m., that
is hot bonded on one side, without the use
of binders or chemical glues. Ideal as rein-
forcement to improve the mechanical
strength of liquid acrylic, cement, asphalt or
polyurethane waterproofing.
ACRyFELT T1 is generally laid in a sand-
wich system, so that it is important to thor-
oughly soak the fabric in order to ensure
perfect adhesion to the deck and complete
waterproofing. overlaps should be at least
5-10 cm between adjacent sheets.

PAcKAging
Roll

grammage
60 g/sq.m. 

roll size
height: 1 m
Length: 100 m

AcryfeLt
T1

Non-woven polyester fabric (60 g/sq.m.) thermally fixed on one side

REINFORCEMENT APPLICATIONS

ACRYFELT T1 60 g./sq.m. B1: Existing deck requiring non-demolitive resurfacing

For information on how to select the correct reinforcement please see the table on pg. 6

F O R  W A T E R P R O O F I N G  S Y S T E M S

ACRyFELT mESh is an alkali-resistant rein-
forcement in PA with a special honeycomb
structure that ensures easy impregnation of
the screen, high resistance to longitudinal and
transverse loads and good elasticity to diago-
nal loads.
ACRyFELT mESh may be used together with
liquid waterproofing of different kinds (acrylic,
cement, polyurethane and asphalt).
Remember to cover the reinforcement com-
pletely with the waterproofing product used,
overlapping adjacent sheets by at least 5-10 cm.

PAcKAging
Roll

grammage
60 g/sq.m. 

roll size
height: 1 m
Length: 50 m

AcryfeLt
meSH

PA reinforcement with honeycomb structure

REINFORCEMENT APPLICATIONS

ACRYFELT MESH
B1: Existing deck requiring non-demolitive resurfacing
B2: New decks with appropriately spaced expansion joints
B5: Complex structures with appropriately spaced expansion joints

For information on how to select the correct reinforcement please see the table on pg. 6
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CASABAND SA is a self-adhesive butyl rub-
ber band with one side that ensures excellent
adhesion on concrete, gypsum board and
marble decks, while the other side provides a
rough and absorbing surface on which the liq-
uid waterproofing is applied. 
Casaband SA may be used with most liquid
waterproofing systems (acrylic, cement,
polyurethane and asphalt) and is used as
elastic reinforcement when waterproofing
floor-wall joints and expansion joints on ter-
races, balconies, swimming pools, bath-
rooms, etc.

PAcKAging
Roll

thickness
1,0 mm

roll size
height: 80 mm
Length: 15 m

PAcKAging
8-roll boxes

Note: see photo 3 on pg. 9 and photo 2 on pg. 11

cASABAnd
SA

Butyl rubber and TNT self-adhesive elastic band

ACRyNET is a glass fibre reinforcement
treated with anti-alkaline primer.
ACRyNET is used as reinforcement in ce-
ment, acrylic, epoxy, polyurethane or bitumi-
nous waterproofing systems to prevent the
formation of cracks due to micro-settlement
of the support.

PAcKAging
Roll

grammage
75 g/sq.m.

roll size
height: 1 m
Length: 50 m

Acrynet 
75 g/sq.m.

Glass fibre reinforcement coated with anti-alkaline primer

19 r e i n f o r c e m e n t S  A n d  A c c e S S o r i e S

F O R  W A T E R P R O O F I N G  S Y S T E M S

ACRymAT is a mat consisting of very fine
glass strands held together by a powder
binder that is highly soluble in styrene. The
basic strand is coated with primer containing
silane sealer. 
ACRymAT is used as a reinforcement for dif-
ferent types of liquid waterproofing (acrylic,
cement, polyurethane, asphalt, etc.) and is
ideal for reinforcing complex structures and
drive-over decks.

PAcKAging
Roll

grammage
225 g/sq.m. 

roll size
15 kg (roofed area 66 sq.m.)

AcrymAt 
225 g/sq.m.

Glass mat reinforcement

REINFORCEMENT APPLICATIONS

ACRYMAT 225 g./sq.m. B4: Drive-over decks
B5: Complex structures with appropriately spaced expansion joints

For information on how to select the correct reinforcement please see the table on pg. 6

REINFORCEMENT APPLICATIONS

ACRYNET 75 g./sq.m. B2: New decks with appropriately spaced expansion joints

For information on how to select the correct reinforcement please see the table on pg. 6

REINFORCEMENT APPLICATIONS

CASABAND SA B3: Perimeter and expansion joints - RESIDENTIAL WATERPROOFING

For information on how to select the correct reinforcement please see the table on pg. 6

Casali - 2017/2018 Liquid Waterproofing Systems - Products Catalogue. All rights reserved. - Disclaimer on pg. 36 19



TEChNoSEAL Pu 600 is a one-component
thixotropic polyurethane sealant with high elas-
ticity modulus.
TEChNoSEAL Pu 600 is the perfect choice
for sealing contraction joints and cracks in
concrete flooring, laying floor-wall joints, fix-
ing and simultaneously waterproofing floor
drains and drain pipes. The product ensures
excellent adhesion to most decks used in the
building industry.

PAcKAging
600 ml Unipack in 20-piece box
310 ml cartridge in 25-piece box

tecHnoSeAL 
PU 600

One-component polyurethane sealant with high-elasticity modulus

ACRyFELT BAND is a hot-bonded needle
punched unspun non-woven polyester fabric,
with no chemical adhesives, with a weight of
130 g/sq.m.
ACRyFELT BAND is used in waterproofing as
a reinforcement for perimeter and expansion
joints since it has excellent mechanical
strength and high elasticity modulus. Acryfelt
Band may be used with most liquid water-
proofing systems (bituminous, cement,
acrylic, polyurethane, etc.); when applying
soak the liquid product thoroughly in order to
form a single layer.

PAcKAging
Roll

grammage
130 g/sq.m.

roll size
height: 25 cm
Length: 10 m - 50 m

AcryfeLt
BAND

Non-woven band for perimeter and expansion joints

20 r e i n f o r c e m e n t S  A n d  A c c e S S o r i e S

F O R  W A T E R P R O O F I N G  S Y S T E M S

REINFORCEMENT APPLICATION

ACRYFELT BAND B3: Perimeter and expansion joints 
B4: Drive-over decks

For information on how to select the correct reinforcement please see the table on pg. 6
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ACRyRooF PLuS FIBRo is a one-compo-
nent fibre-reinforced liquid membrane in
water emulsion that may be used without re-
inforcement. Its special formulation makes it
resistant to ponding areas making it the per-
fect choice for waterproofing showers, bath-
rooms and humid areas of the home in
general. The product may also be used out-
doors for balconies, terraces, etc., provided
the surface area is a fairly small (≤30 sq.m.).
The product contains a special additive that
prevents the formation of surface micro-veg-
etation caused by persistent moisture or
when the decks treated are in a shaded area
with poor sunlight.
once the last layer has cured thoroughly, the
product may be tiled with ceramic tiles using
an appropriate glue.
After curing, ACRyRooF PLuS FIBRo be-
comes a seamless waterproof membrane
with elastic behaviour that adapts to micro-
settlement caused by thermal stress of the
deck. When treating perimeter and expan-
sion joints, connection areas between differ-
ent materials or construction joints, we
strongly recommend the use of Casaband
SA or Acryfelt Band (elastic reinforcement
bands).

APPLicAtionS

conSUmPtion
1.5 kg/sq.m. to obtain in 2 or more coats

coLoUrS
White 601 - Red 102 - Grey 401 
Green 201

PAcKAging 
Plastic drum
1 kg - 5 kg - 10 kg -  20 kg

(pg. 8-9)

Acryroof PLUS
FIBRO

Synthetic resin-based one-component fibre-reinforced liquid waterproofing
in water dispersion resistant to ponding areas and UV rays

r e i n f o r c e m e n t S  A n d  A c c e S S o r i e S

ACRyRooF PLuS is a one-component liquid
membrane in water emulsion. The special for-
mulation of ACRyRooF PLuS makes the prod-
uct resistant to ponding areas; the product may
therefore be used for waterproofing flat roofs,
terraces, balconies and to resurface old bitumen
membranes (after applying Acrybase S primer)
etc. The product also contains a special additive
which prevents the formation of surface micro-
vegetation caused by persistent moisture or
when the decks treated are in a shaded area
with poor sunlight.
After curing, ACRyRooF PLuS becomes a
seamless waterproof membrane with elastic be-
haviour that adapts to micro-settlement caused
by thermal stress of the deck. If conditions of
strong mechanical stress are present, a rein-
forcement should be used (Acryfelt mesh, Acry-
mat 225 or Acrynet 75 depending on the type of
deck - please see the paragraph on How to
choose the reinforcement on pg. 6 or contact the
Technical Assistance Department of Casali’s
Synthetic Division) and soaked thoroughly with
the liquid product. When treating perimeter and
expansion joints, connection areas between dif-
ferent materials or construction joints, we
strongly recommend the use of Casaband SA
or Acryfelt Band (elastic reinforcement bands).
Thanks to its excellent resistance to ageing and
ultraviolet rays, ACRyRooF PLuS does not re-
quire any other protection. 
The finished deck is step-steady and safe to

walk on when carrying out routine maintenance
works. The product may not be used to paint
swimming pools and/or drinking water tanks.

APPLicAtion

conSUmPtion
1 - 1.2 kg/sq.m. (2 coats required)

If reinforcement is used, coverage will be 
1.5-2 kg/sq.m. in 2 or more coats

coLoUrS
White 601 - Red 102 - Grey 401 
Green 201

PAcKAging 
Plastic drum
1 kg - 5 kg - 10 kg -  20 kg

Acryroof PLUS Synthetic resin-based one-component liquid waterproofing in water dispersion
resistant to ponding areas and UV rays

(pg. 8-9)

A1 A3 A5 A6

A9 A13

A2 A7 A8

UNI EN

UNI EN

21 L i Q U i d  W A t e r P r o o f i n g S
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DERmACEm is a two-component cement
and synthetic polymer based liquid water-
proofing in water dispersion. After drying,
the product forms a thin waterproof film that
is particularly elastic and adapts to move-
ments of the deck caused by settlement or
thermal stress.
DERmACEm may be used to waterproof
step-steady and normal roofing, as well as
decks that are to be tiled with ceramic tiles
(terraces, balconies, etc.), and to waterproof
swimming pools, tanks, foundations (even
when groundwater is present ) and complex
structures. DERmACEm is also ideal for
protecting concrete structures from aggres-
sive substances in the atmosphere, land or
sea water. 
If conditions of strong mechanical stress are
present, a reinforcement should be used
(Acryfelt T1, Acryfelt mesh, Acrymat 225 or
Acrynet 75 depending on the type of deck -
please see the paragraph on How to choose
the reinforcement on pg. 6 or contact the
Technical Assistance Department of Casali’s
Synthetic Division) and soaked thoroughly
with the liquid product.
When treating perimeter and expansion
joints, connection areas between different
materials or construction joints, we strongly
recommend the use of Casaband SA or
Acryfelt Band (elastic reinforcement bands).

APPLicAtionS

conSUmPtion
2 - 2.5 kg/sq.m.

coLoUrS
Neutral (dark grey): may be coloured when
mixing A + B using the Dermacem pigment kit
(colours available: cement grey, red and
green)

Note: Dermacem may be produced in the
coloured version as indicated above for mini-
mum production batches of 1 pallet (720 kg)

PAcKAging A + B
2 plastic drums (one per component)
10 kg -  20 kg

(pg. 10-11)

22

DERmACEm FIBRo is a cement and syn-
thetic polymer based fibre-reinforced two-
component liquid waterproofing in water
dispersion. The presence of high-modulus
synthetic fibres in the mixture means that the
product may be used without reinforcement.
After drying, DERmACEm FIBRo forms a thin
waterproof film that is particularly elastic and
adapts to movements of the deck caused by
settlement or thermal stress. The product may
be used to waterproof small surfaces (≤ 30
sq.m.) such as balconies, stairs, bathrooms,
etc. and to waterproof tanks, swimming pools
and foundations even when groundwater is
present. DERmACEm FIBRo is also the per-
fect choice for protecting concrete structures
from aggressive substances in the atmos-
phere, land or sea water. When treating
perimeter and expansion joints, connection
areas between different materials or con-
struction joints, we strongly recommend the
use of Casaband SA or Acryfelt Band (elastic
reinforcement bands).

APPLicAtionS

conSUmPtion
1,8 - 2 kg/sq.m.

coLoUrS
Neutral (dark grey): may be coloured when
mixing A + B using the Dermacem Fibro pig-
ment kit (colours available: cement grey, red
and green)

Note: Dermacem Fibro may be produced in the
coloured version as indicated above for mini-
mum production batches of 1 pallet (720 kg)

PAcKAging A + B
2 plastic drums (one per component)
10 kg -  20 kg

(pg. 10-11)

dermAcem
FIBRO

Two-component cement and synthetic polymer based fibre-reinforced
colorable liquid waterproofing

dermAcem Two-component cement and synthetic polymer based colorable liquid
waterproofing

L i Q U i d  W A t e r P r o o f i n g S

A1 A3 A5 A6

A9 A13 A17

A2 A7 A8

UNI EN

UNI EN A18
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DERmARuBBER S is an elastomer fibre-re-
inforced waterproofing paste, consisting of bi-
tumen in solution and special macro-
molecules that make the cured product, wa-
terproof and particularly elastic.
DERmARuBBER S is formulated for two spe-
cific functions:
● As waterproofing: to waterproof concrete,
bituminous or metal decks. 
● As glue: to glue tiles horizontally, on bitumi-
nous waterproofing (prefabricated or liquid
membranes), on cement surfaces, on old tiled
surfaces, etc.
The product should be protected from ultravi-
olet radiation with a sprinkling of fresh slate
chips layer on layer or a specific protective
paint (such as Reflex or Reflex AR).

APPLicAtionS

conSUmPtion
1 - 1.5 kg/sq.m. in 2 coatings for waterproofing
1 kg/sq.m. for gluing

coLoUrS
Black

PAcKAging
Metal drum
5 kg - 10 kg -  20 kg

(pg. 12-13)

dermArUBBer S Solvent based fibre-reinforced bituminous paste, for waterproofing and
gluing tiles at the same time

DERmARuBBER S/P  is a highly elastic
waterproofing liquid (1000%) thanks to its
formulation with bitumen in solution elas-
tomerised with special molecules. The prod-
uct contains a special root-stop product that
protects the structure from plants, and is the
perfect choice for waterproofing flower
boxes, roof gardens, foundations and re-
taining walls.
DERmARuBBER S/P is also used to repair
old and damaged bituminous membranes.
When treating cracks on the deck, perimeter
and expansion joints, connection areas be-
tween different materials or construction
joints, we strongly recommend the use of
Acryfelt Band (elastic reinforcement bands).
DERmARuBBER S/P should be protected
from ultraviolet radiation with a sprinkling of
fresh slate chips layer on layer or a specific
protective paint (such as Reflex or Reflex AR).

APPLicAtionS

conSUmPtion
1 - 1,5 kg/sq.m. in 2 or more coats

coLoUrS
Black

PAcKAging
Metal drum
5 kg - 10 kg -  20 kg

(pg. 12-13)

dermArUBBer
S/P

Elastomer solvent-based bituminous liquid waterproofing, root-stop

DERmARuBBER is a liquid membrane con-
sisting of a bitumen emulsion elastomerised
with special macro-molecules that make the
cured product, waterproof and highly elastic. 
DERmARuBBER is used to waterproof hori-
zontal and vertical decks, retaining walls or top
coatings, and to repair damaged bituminous
waterproofing. The product should be pro-
tected from ultraviolet radiation with a sprinkling
of fresh slate chips layer on layer or a specific
protective paint (such as Reflex, Reflex W, Re-
flex AR or Dermacolor). When applying the
product on perimeter joints, expansion joints
and connection areas between different mate-
rials or over construction joints, the use of
Acryfelt band (elastic band reinforcement) is
strongly recommended.

conSUmPtion
1,5 - 2 kg/sq.m. in 2 or more coats

coLoUrS
Black

PAcKAging
Plastic drum
5 kg - 10 kg -  20 kg

dermArUBBer Elasto-bituminous liquid waterproofing in water emulsion

A3 A5 A6 A8

A15

A2 A8 A13
A19

UNI EN

UNI EN

UNI EN
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DERmAFoND RB is an elastic waterproofing
paste consisting of an odourless bitumen
emulsion, resins and special primers.
The product has high mechanical resistance
to compression, shock, punching and shear,
thus ensuring efficient protection against dam-
age caused by debris, stones and bricks
when backfilling foundations.
DERmAFoND RB is generally used to water-
proof cast and constructed in situ foundations,
and foundations with surface irregularities that
are levelled more efficiently with a trowelled
on paste, rather than a liquid product that is
applied by roller, brush or spray with the risk
of not covering the deck properly.

APPLicAtionS

conSUmPtion
2 - 2.5 kg/sq.m. in 1-2 coats according to the
type of deck

coLoUrS
Black

PAcKAging
Plastic drum
20 kg

PoLyRooF is a solvent-free thixotropic or
self-levelling two-component polyurethane
liquid waterproofing obtained from the in situ
reaction between a polyol and an iso-
cyanate. The product is highly elastic and
therefore adapts to settlement movements
caused by thermal and mechanical stress of
the deck.
PoLyRooF is used as a waterproofing and
finishing floor on concrete or asphalt decks
and may also be used for the non-demolitive
resurfacing of decks with ceramic tiles or
similar.
This product is not only waterproof but also
has a high tensile strength that, together with
an attractive finish, make PoLyRooF the
perfect waterproof flooring for heavy pedes-
trian and vehicle traffic.
PoLyRooF may also be requested in the
thixotropic version that may be applied by
roller or trowel on vertical walls or pitched
decks.

APPLicAtionS

conSUmPtion
2 kg/sq.m. for 1,5 mm thick

coLoUrS
Grey P401
others colours are available on request, 
subject to minimum quantities

PAcKAging A+B
2 metal drums (one per component)
20 kg

(pg. 14-15)

24 L i Q U i d  W A t e r P r o o f i n g S

dermAfond
RB

Self-protected trowelable waterproofing for retaining walls and foundations

PoLyroof Two-component self-levelling or  thixotropic drive-over polyurethane 
liquid waterproofing

A8

A1 A3 A5 A17

PoRISToP is a medium-viscosity polyure-
thane paste used for filling and levelling
decks; its very high dry residue contents seal
the deck perfectly ensuring a smooth and uni-
form finish, while preventing the formation of
bubbles in the next self-levelling polyurethane
resin layer applied with a product such as
Polyroof. 
PoRISToP may also be used to fill in gaps
and hollows on the deck before applying the
next self-levelling resin coating.

conSUmPtion
1.0 - 1.5 kg/sq.m. on asphalt decks depending
on the porosity of the deck

0.3 - 0.5 kg/sq.m. on decks that have been
treated with a moisture barrier such as
Epobase Fu 14

coLoUrS
Neutral

PAcKAging A+B
2 metal drums (one per component)
A+B=20 kg

PoriStoP Polyurethane paste filler for smoothing porous or asphalt decks

UNI EN

UNI EN
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ACRyRuBBER is a coloured water-based
liquid waterproofing membrane. Thanks to
the composition of the resins used, this prod-
uct is highly elastic and adapts to movements
of the deck caused by settlement or thermal
stress.
ACRyRuBBER may be used to waterproof
existing decks that are not subject to pond-
ing areas. The product has excellent resist-
ance to uv rays and ageing.

conSUmPtion
1 kg/sq.m. in 2 or more coats

coLoUrS
White 601 - Red 102 - Grey 401 
Green 201. other colours available on request

PAcKAging
Plastic drum
1 kg - 5 kg - 10 kg -  20 kg

AcryrUBBer Coloured liquid waterproofing

25 L i Q U i d  W A t e r P r o o f i n g S

ACRyRooF is a synthetic based coloured
waterproof liquid membrane with internal plas-
ticisation.
Thanks to the composition of the resins used,
this product is highly elastic and adapts to
movements of the deck caused by settlement
or thermal stress. 
ACRyRooF may be used to waterproof
decks not subject to ponding areas such as
tiled roofs, brick, face brick and pitched decks
in general.
The type of synthetic resins and additives
used make this product practically unrespon-
sive to uv radiation with excellent resistance
to ageing.
ACRyRooF is also available in the special
colours Tile Red and Dark Brown.

APPLicAtionS

conSUmPtion
1.5 kg/sq.m. as a single waterproofing 
on floors or walls

coLoUrS
White 601 - Red 102 - Grey 401 
Green 201 - Dark Brown 805* 
Tile Red 806*. other colours available 
on request
*) available only in 1 kg and 5 kg drums

PAcKAging 
Plastic drum
1 kg - 5 kg - 10 kg -  20 kg

Acryroof Coloured synthetic resin-based liquid waterproofing in water emulsion with
high elasticity properties and internal plasticization

A4 A12 A16
UNI EN

UNI EN
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RAINPRooF is a transparent liquid water-
proofing consisting of aliphatic polyurethane
resins highly resistant to uv rays.
The product may be used to repair the water-
proofing of horizontal decks (terraces and bal-
conies tiled with ceramic tiles) and vertical
walls (showers, etc.).
RAINPRooF should be used on surfaces that
do not have cracks or damaged joints, but if
these are present the deck or wall should be
repaired before applying the product or, if this
is not possible, the use of a highly penetrating
product such as Silvisol is recommended.
RAINPRooF gives the deck a brilliant finish.

APPLicAtionS

conSUmPtion
0.15 - 0.30 l/sq.m. depending on the porosity of
the deck

coLoUrS
Transparent

PAcKAging A+B
2 metal drums (one per component)
1 l - 4 l - 10 l

rAinProof Transparent two-component polyurethane waterproofing for terraces, 
balconies and showers

SILvISoL is a siloxane resin-based water re-
pellent in solvent solution. Its low molecular
weight ensures excellent penetrating proper-
ties, outstanding reduction of water absorption
and good transpiration. 
SILvISoL may be used to protect plaster, ce-
ment and concrete decks, facing bricks etc.
from water. The product may also be used on
horizontal and tiled surfaces. It does not alter
the colour and shade of the deck.

APPLicAtionS

conSUmPtion
approx. 0.25 l/sq.m. for low porosity decks
approx. 0.50 l/sq.m. for high porosity decks
and horizontal decks

Note: we recommend that you check coverage 
according to the actual absorption of the deck

coLoUrS
Transparent

PAcKAging
Metal drum
1 l - 4 l - 10 l - 20 l

SiLViSoL Solvent-based water-repellent with pearlising effect for vertical
and horizontal decks

L i Q U i d  W A t e r P r o o f i n g S26
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A16 A2

SILoFoND is a solvent-based siloxane resin
waterproofing used to treat damp masonry
walls subject to rising damp. The product may
be applied with a special gravity injection kit or
with a pressure pump that injects the water-
proofing into the damp masonry wall.
once SILoFoND has dried, it forms a chemi-
cal barrier that prevents rising damp and pre-
vents the detachment of plaster and finishes
caused by salts crystallising out as efflores-
cences on the surface of walls.
The product does not alter the appearance of
the treated part in any way and is formulated
with de-aromatised low-odour solvents.

APPLicAtionS

conSUmPtion
0.1 – 0.15 l/lm (linear metre) for each cm. of
thickness of the wall, depending on the poro-
sity of the deck

coLoUrS
Transparent

PAcKAging
Metal drum
20 l

SiLofond Siloxane resin-based waterproofing for injection/chemical cutting 

A20

Casali - 2017/2018 Liquid Waterproofing Systems - Products Catalogue. All rights reserved. - Disclaimer on pg. 36 26



ACRyBASE is a synthetic resin-based primer
in water emulsion.
The product is used before the application of
acrylic waterproofing (or similar) applied on
existing acrylic roofing. 
After thinning with water as required, ACRy-
BASE has highly penetrating and consolidat-
ing properties on porous concrete and bricks
decks etc.

conSUmPtion
0.2 l/sq.m. depending on the absorbing prop-
erties of the deck

coLoUrS
Transparent

PAcKAging
Plastic drum
16 l

AcryBASe Acrylic primer in water emulsion for decks pre-treated with acrylic resin

ACRyBASE S is a solvent based primer for
acrylic or similar products. Acrybase S is ge-
nerally used as a primer on bituminous mem-
branes and metal decks to prepare them for
the adhesion of acrylic or cement water-
proofing systems such Acryroof Plus and
Dermacem.

APPLicAtionS

conSUmPtion
0.1 l/sq.m. for non-porous decks
0.15 l/sq.m. for low porous decks
0.22 l/sq.m. for cement decks

coLoUrS
Transparent

PAcKAging
Metal drum
5 l - 10 l

AcryBASe S Acrylic primer solvent-based for metal, bituminous or non-absorbing decks

P r i m e r S / A d J U V A n t S / B A r r i e r S

conSoLidAting PrimerS - AdHeSion AdJUVAntS - VAPoUr BArrierS

A11
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EPoBASE is a solvent-free epoxy resin-
based two-component primer, that is ideal as
primer for polyurethane and epoxy resin sys-
tems. The product is generally used on
highly porous or low porous cement decks,
both as primer and quartz binder for syn-
thetic mortars. EPoBASE may be thinned
and used as a primer to soak cement decks,
or used as is, as a structural grouting resin
for reinforcement bars.

conSUmPtion
Primer: 0.5 kg/sq.m. mixed 1:1 
with 0.1-0.3 mm grade quartz sand
Binder for epoxy mortars: please contact the
Technical Assistance Department of Casali's
Synthetic Division

coLoUrS
Neutral

PAcKAging A+B
2 metal drums (one per component)
20 kg 

Tanks A+B
1.500 kg

28

EPoBASE S is a solvent-based epoxy resin
product used as a dustproof consolidating
agent on sleek concrete decks and as primer
for the subsequent polyurethane, epoxy and
acrylic paint coatings.

APPLicAtionS

conSUmPtion
0.20 - 0.40 l/sq.m. depending on the absorp-
tion properties of the deck

coLoUrS
Transparent

PAcKAging A+B
2 metal drums (one per component)
10 l -  18 l

ePoBASe S Two-component epoxy solvent-based primer and dustproof consolidating
agent for cement decks

EPoBASE A is an epoxy resin-based product
in water emulsion used as dustproof consoli-
dating agent on cement decks and as primer
for subsequent polyurethane, epoxy and
acrylic paint coatings.

APPLicAtionS

conSUmPtion
0.20 l/sq.m. depending on the absorption prop-
erties of the deck

coLoUrS
Transparent

PAcKAging A+B
2 metal drums (one per component)
10 l -  16 l

ePoBASe A Two-component epoxy water-based primer and dustproof consolidating
agent for cement decks

P r i m e r S / A d J U V A n t S / B A r r i e r S

conSoLidAting PrimerS - AdHeSion AdJUVAntS - VAPoUr BArrierS

ePoBASe Two-component solvent-free epoxy binder and primer

A14

A14
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muLTIFIxo 100 is a synthetic resin-based
product in water emulsion containing se-
lected sands that acts as primer for plaster,
mortars and smoothing products, finishes,
resins and liquid waterproofing applied on
smooth and low absorbing decks such as RC
treated with release agent, clinker, ceramics,
wood, metal, plasterboard, plaster, insulat-
ing panels, brick, aerated concrete, polycar-
bonate, fibre glass, etc.
muLTIFIxo 100 is an excellent primer for
ceramic floors. Thanks to its special formu-
lation which makes the product resistant to
prolonged contact with water and moisture, it
is also an excellent primer for the application
of water-based liquid waterproofing systems
such Dermacem, Acryroof and Acryroof Plus,
making it much easier and faster to prepare
the laying surface while ensuring perfect ad-
hesion of the waterproofing system as a
whole to the deck.

conSUmPtion
0.2 - 0.3 kg/sq.m. in a single coat depending
on the roughness of the deck

coLoUrS
Light Grey

PAcKAging
Plastic drum
1 kg - 5 kg - 10 kg - 20 kg

mULtifixo
100

One-component primer for plaster, mortar, smoothing coats, finishes,
resins and liquid waterproofing

hARDER AR is a solvent-based two-compo-
nent polyurethane resin product. This highly
penetrating product consolidates and im-
proves the tensile strength of cement flooring
subject to heavy traffic (trucks, forklifts, etc.),
while reducing surface dust.
hARDER AR may be used on industrial con-
crete floors and cement decks in general.
The product is uv resistant, and may there-
fore also be applied on decks exposed to at-
mospheric agents (rest areas, roof car parks,
work site yards, etc.).
hARDER AR may also be used as an easy-
to-clean glossy protective transparent finish
for top resin coating cycles for indoor or out-
door application.
Also available in mat version on request.

APPLicAtionS

conSUmPtion
0.2 - 0.3 l/sq.m. depending on the absorbing 
properties of the deck

coLoUrS
Transparent

PAcKAging A+B
2 metal drums (one per component)
10 l - 18 l

HArder 
AR

Highly penetrating UV-resistant polyurethane resin-based 
dustproof consolidating agent

29 P r i m e r S / A d J U V A n t S / B A r r i e r S

conSoLidAting PrimerS - AdHeSion AdJUVAntS - VAPoUr BArrierS

A14 A17
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EPoBASE Fu 14  is a special epoxy resin
two-component primer used as primer and
moisture barrier on cement decks, even when
humidity levels are very high (e.g. concrete
that has been cast only for 7-10 days).
EPoBASE Fu14 also offers excellent re-
sistance to negative thrust and is an excel-
lent adhesion deck for liquid waterproofing
systems, sports and industrial flooring.
EPoBASE Fu 14 is ideal as adhesive as
construction joints between fresh and hard-
ened concrete.

APPLicAtionS

conSUmPtion
0.30-0.35 kg/sq.m. 

coLoUrS
Transparent

PAcKAging A+B
2 metal drums (one per component)
5 kg - 10 kg

ePoBASe
FU 14

Two-component epoxy primer for damp decks and adhesive primer 
for construction joints

P r i m e r S / A d J U V A n t S / B A r r i e r S

conSoLidAting PrimerS - AdHeSion AdJUVAntS - VAPoUr BArrierS

EPoCoN 312 TIxo is a three-component
epoxy-cement based thixotropic coating
/primer, formulated to smooth and level ce-
ment decks even when moisture is present.
EPoCoN 312 Tixo has excellent adhesion
properties on all building materials and con-
crete structures, floors and walls, even when
no vapour barrier is present. The product
may be painted with any thin, average or
thick epoxy resin, cement and acrylic coat-
ing.
The product may also be used as water-
proofing resistant to reverse (elevator
shaft etc.) or positive thrust (RC tanks,
swimming pools etc.).
EPoCoN 312 Tixo is also ideal for indoor
flooring with brushed finish (bathrooms,
kitchens etc.). For this type of application we
suggest you contact the Technical Assis-
tance Department of Casali's Synthetic Divi-
sion to define the best laying cycle according
to your specific needs.

APPLicAtionS

conSUmPtion
1.2 kg/sq.m. applied as smoothing finish in two
consecutive coats

coLoUrS
White

PAcKAging A+B+c
2 plastic drums (one per component) 
+ 1 bag
16 kg

ePocon
312 TIXO

Three-component epoxy-cement coating in water dispersion for damp
decks and trowelable decorative indoor floors

A10

A10
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DERmACoLoR CooL RooF is a high-re-
flectance synthetic resin-based white paint in
water emulsion, which thanks to a special for-
mulation containing special glass micro-
spheres, is used to protect bitumen-polymer
waterproofing membranes against uv radia-
tion, significantly lowering the surface tem-
perature (by up to 40°C with respect to a black
membrane).
This attenuates the urban heat island effect
and reduces damage to waterproof systems
installed on roofs, giving a considerable en-
ergy saving due to reduced use of the air con-
ditioning system of the building. 
DERmACoLoR CooL RooF was tested for
its solar reflection index (SRI)* obtaining the
excellent result of 103.5 (Test Report No.
313875 issued by the Giordano Institute on
05/03/2017). 
The SRI index indicates the ability of a mate-
rial to reflect ultraviolet rays, so that the higher
the index the greater the solar rays transmit-
ted by the material will be, meaning that less
heat is accumulated and transmitted to the
rooms below; tests carried out on the polymer
bitumen membrane Casali Dermabit®.
DERmACoLoR CooL RooF may also be
used to protect polyurethane foam and as
coloured finish for the liquid waterproofing sys-
tems Dermacem, Acryroof and Acryroof Plus.

APPLicAtionS

conSUmPtion
0.4 kg/sq.m. for sanded membrane 
0.6 kg/sq.m. for slated membrane

coLoUrS
White

PAcKAging
Plastic drum
16 kg

*) SRI: Solar Reflection Index

dermAcoLor

dermAcoLor 
COOL ROOF

Synthetic paint in water emulsion for bituminous membranes

Synthetic high-reflectance paint in water emulsion for bituminous 
membranes and metal decks

DERmACoLoR is a synthetic resin-based
paint in water solution with internal plastici-
sation.
DERmACoLoR is used to protect prefabri-
cated waterproofing membranes and hot (ox-
idised bitumen) or cold (bituminous liquid
membranes) fluid systems from uv radiation.
DERmACoLoR may also be used to protect
polyurethane foam and as coloured finish for
the liquid waterproofing systems Dermacem
and Acryroof Plus.

APPLicAtionS

conSUmPtion
0.4 kg/sq.m.

coLoUrS
White 601 - Red 102 - Grey 401  - Green 201

PAcKAging 
Plastic drum
20 kg

A12

A12
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PoLyToP is a two-component paint consist-
ing of solvent-based aliphatic polyurethane
resins that make the product highly resistant
to uv rays, wear and chemical agents such
as oils, fats and hydrocarbons. PoLyToP
may be used as a coloured protective anti-
abrasion, scratchproof and uv screening
paint for polyurethane or epoxy resin water-
proofing and/or floors (industrial, commercial,
finish etc.). After using the product as primer,
PoLyToP may also be applied as a protec-
tive, scratchproof finish and/or top finish even
on ceramic, metal or cement decks (we sug-
gest you contact the Technical Assistance De-
partment of Casali's Synthetic Division to
define the best laying cycle for your specific
needs). Decks painted with PoLyToP are
perfectly seamless ensuring complete hy-
giene and easy cleaning; the perfect choice
for public toilets or in any case areas subject
to constant use (such as gyms etc.), kitchens,
offices, workplaces, etc. PoLyToP is avail-
able on request in the AS version (non-slip)
and, in this case, the special synthetic filler AS
which ensures good grip even in the case of
damp surfaces, should be added when mix-
ing the product. The filler used in Polytop AS
improves its anti-skid properties without mak-
ing the deck more difficult to clean.

APPLicAtionS

conSUmPtion
0.1 kg/sq.m. on smooth decks
from 0.3 to 0.5 kg/sq.m. on rough decks or
decks sprinkled with quartz sand

coLoUrS
See colour range and codes on pg. 16
Colours in stock ready for delivery: P401
P409 - P410 - P102 - P209.

PAcKAging A+B
2 metal drums (one per component)
5 kg - 10 kg

32

PoLytoP Drive-over polyurethane solvent-based scratch resistant finish 
for polyurethane and epoxy resin systems

ACRyToP is a coloured synthetic resin-
based coating with quartz sand filler in water
solution and internal plasticisation, that is re-
sistant to ponding areas and has excellent
anti-abrasion and non-slip properties.
ACRyToP is used to make decks water-
proofed with cement and acrylic systems
(Dermacem and Acryroof Plus), step ready.
The product may also be used to lay pedes-
trian lanes on polymer bitumen waterproofing
membranes or simply to paint asphalt decks.

APPLicAtionS

conSUmPtion
0.5 kg/sq.m. 

coLoUrS
White 601 - Red 102 - Grey 401 - Green 201 
other colours available on request.

PAcKAging
Plastic drum
20 kg

AcrytoP Abrasive-proof step-steady layer for liquid acrylic waterproofing 
and bituminous membranes

P A i n t S A n d P r o t e c t i V e c o A t i n g S
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CoLoRPARk LEvEL is coating consisting of
acrylic resins and specially selected sand,
used as a middle smoothing layer in the Col-
orpark acrylic waterproofing-drive-over sys-
tem. The product is generally used as the
middle levelling layer on decks waterproofed
with the Dermacem waterproofing system, in
order to level out any roller flaws and the re-
inforcement joints of the waterproofing pack-
age. CoLoRPARk LEvEL may also be used
to smooth and level asphalt decks in order to
obtain a more level and smoother finish or to
prepare the deck for the acrylic resin layer.
The wearproof finish Colorpark AC is gener-
ally used to protect CoLoRPARk LEvEL and
make it suitable for vehicle traffic.

conSUmPtion
1 kg/sq.m. in 2 coats. Coverage may vary ac-
cording to the roughness of the deck.

coLoUrS
Colours in stock and ready for delivery: 
Red 102 - Grey 401 - Green 201.
other colours available on request subject to
minimum quantity orders: Dark Green 202 
- Blue 302 - Blue 303 - orange 151

PAcKAging
Plastic drum
25 kg 

Middle smoothing layer of the drive-over Colorpark systemcoLorPArK
LEVEL

33
PooLCoLoR Evo  is a high-coverage uv-
resistant synthetic resin-based coloured paint
in water emulsion, used to paint the surface
of RC tanks and swimming pools.
The product resistant to continuous contact
with chlorine and active oxygen that are gen-
erally used to sanitize swimming pools;
PooLCoLoR Evo is used as a coloured fin-
ish for the waterproofing system Poolcolor for
swimming pools (please see specifications).
PooLCoLoR Evo may not be used on
drinking water tanks.

APPLicAtionS

conSUmPtion
0.6 kg/sq.m. in 2-3 coats 

coLoUrS
Blue 302 - White 601  - Sand 457

PAcKAging
Plastic drum
20 kg

PooLcoLor
EVO

Chlorine-resistant paint for concrete swimming pools

P A i n t S A n d P r o t e c t i V e c o A t i n g S
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CoLoRPARk AC is a coloured synthetic
resin-based protective coating used on as-
phalt or concrete decks used for light vehicle
traffic.
CoLoRPARk AC may be used together with
the levelling coating Colorpark Level on as-
phalt or concrete decks (after applying a
vapour barrier - see Epobase Fu 14), or as a
drive-over coloured finish of the waterproofing
system Dermacem for light traffic (please see
the relevant specifications).

APPLicAtionS

conSUmPtion
0.5 kg/sq.m. 

coLoUrS
Colours in stock and ready for delivery: 
Red 102 - Grey 401 - Green 201.
other colours available on request subject to
minimum quantity orders: Dark Green 202 
- Blue 302 - Blue 303 - orange 151

PAcKAging
Plastic drum
18 kg

coLorPArK
AC

Synthetic resin-based finish for colouring and protecting drive-over decks,
A.N.A.S comply

A12 A17
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rUBBer SPAtULA - using a
rubber spatula will allow you to
apply the product in a smooth
and uniform manner. This is the
best tool to use for a smooth and
uniform finish. It may be used
with most acrylic products such
as Acrytop, Colorpark Level, Col-
orpark AC, etc.

AdJUStABLe SPAtULA
This tool is used specifically to
lay self-levelling polyurethane
and epoxy resins. 
With this tool you can adjust the
thickness of the material applied
to each layer very accurately.

ALUminUm HAndLe 
for SPAtULA

cALiBrAted troWeL
This is the perfect tool for apply-
ing polyurethane, epoxy-
polyurethane glues.

SPiKed roLLer nAiLed SHoeS mediUm-PiLe roLLer
This is the perfect roller for
water-based acrylic finishes,
acrylic and cement liquid water-
proofing and solvent-free epoxy
and acrylic primers.

roLLer for SoLVent-
BASed PAintS
Short-pile roller for solvent-based
paints Leaves no lint or flaws on
the surface. Recommended
specifically for Polytop, harder
AR, Rainproof, etc.

t o o L S

PASTEDIL EP 11 is an epoxy-polyurethane
based two-component product used in the
building industry. The product may be used
to glue PvC and TPo prefabricated mem-
branes on cement decks or bind low porosity
or smooth components (metal surfaces,
wood, parquet, etc.) or used as stucco to re-
pair damaged industrial floors or fill and level
out small hollows.
Thanks to its two-component technology,
PASTEDIL EP 11 ensures secure tough glu-
ing and may also be used on decks subject
to rising damp.
To improve filling performance, a quantity of
no more than 35% (in weight) of quartz sand
with grading between 0.1 - 0.3 mm may be
added to PASTEDIL EP 11 (after adding the
filler test the product on a small part of the
surface in order to ensure that the material
meets your requirements).
The product may be used for bonding and
gluing polyurethane insulation panels but is
not suitable for use on polystyrene panels.

conSUmPtion
Consumption varies according to the type of
materials to plaster or glue. 
When used as stucco: depending on the hol-
lows to fill in.
When used as glue: about 0.6 kg/sq.m. that
should be tested according to the type of sur-
face.  

coLoUrS
Grey

PAcKAging A+B
Plastic drum + bottle of hardner
A+B=12 kg 

PAStediL
EP 11

Two-component epoxy-polyurethane glue / stucco
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DIL A1 is used to thin (or clean the tools used to
apply) any solvent-based polyurethane product:
harder AR - Polytop - Rainproof 

coLoUrS
Transparent

PAcKAging
Metal drum
10 l

diL A1 Solvent for polyurethane resins

A d d i t i V e S  A n d  t H i n n e r S

DIL R1 is used to thin (or clean the tools used
to apply) the following products: Acrybase S
- Dermarubber S - Dermarubber S/P - Silvisol  

coLoUrS
Transparent

PAcKAging
Metal drum
1 l - 10 l

diL r1 Mineral turpentine-based solvent

DILS1 is used to thin (or to clean the tools used
to apply) the following products: Acrybase S
- Epobase - Epobase S - Epobase Fu 14 -  Der-
marubber S - Dermarubber S/P - Pastedil EP 11 

coLoUrS
Transparent

PAcKAging
Metal drum
1 l - 10 l

diL S1 Synthetic solvent

BI FIx  is an elastic synthetic resin-based wa-
terproofing adhesive latex concentrate in water
emulsion. The product improves the grip of ce-
ment mortars, making them more resistant to
wear and atmospheric agents, while improving
the life of the paste and making it easier to
apply. Bi fix also ensures high resistance to
micro-cracking and forms a perfect construc-
tion joint between old and new concrete. The
product is used to prepare adhesive grout to fin-
ish decks and to prepare plaster, screeds and
concrete floors.

conSUmPtion
0.4-0.5 l/sq.m. for grout
0.6-0.7 l/sq.m. for finishing products
50 l/cu.m. for screed and plaster mortars

coLoUrS
milky white

PAcKAging
Plastic drum
5 l - 10 l

Bi fix Concentrated all-purpose adhesive and waterproofing additive for mortars
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36 P A c K A g i n g

Disclaimer: Disclaimer: The data contained in this catalogue are indicated by way of example and Casali SpA reserves the right to modify the same without prior notice. The uses described
are intended by way of example and not in a limiting sense, and represent case studies based on Casali's experience and are therefore approximate. The user is exclusively responsible
for the proper or improper use of the above products and must assess whether the product is suitable for its requirements before use; the user should also adopt all the normal precautions
that are necessary when handling chemical products. The colours shown in his catalogue may not be true to the originals. The manufacturer declines all and any liability for any differences
in colour between the actual product and the colour illustrated by the photo. Samples of the actual colour may be obtained from the Technical Assistance Department of Casali's Synthet-
ics Division. To ensure uniformity of the colour and the best possible finish, we recommend using product from the same production batch. 
This catalogue does not replace the technical documents (technical specifications and data sheets) and may be downloaded from the website www.casaligroup.it or requested from Casali. 
The Technical Assistance Department of Casali's Synthetics Division is at your complete disposal for any further explanations you may require and will be happy to answer
any specific questions you may have on your project. (phone +39 071 9162095). 

STANDARD PACKAGES FOR COMPLETE PALLETS
The pallets used for our products contain the following number of pieces. 
Casali reserves the right to change the number of pieces for reasons related to technical and/or market requirements.

QUAntity (l) QUAntity (kg) PAcKAging n° PieceS totAL WeigHt

5 l 5 kg Plastic drum 150 l 750 / kg 750

5 l 5 kg metal drum 150 l 750 / kg 750

5 l - Plastic drum 136 l 680

10 l 10 kg Plastic drum 80 l 800 / kg 800

10 l 10 kg metal drum 80 l 800 / kg 800

10 l - Plastic drum 72 l 720

- 10 kg (A+B) 2 Plastic drums 64 kg 640

16 l 20 kg Plastic drum 48 l 768 / kg 960

- 20 kg (A+B) 2 Plastic drums 36 kg 720

20 l 20 kg metal drum 56 l 1.120 / kg 1.120

COPY OF THE PACKAGE LABEL




